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CHEMICAL PRDDUCT AND CDMPANY IDENTIFICATIDN 

Product Name: 	Loctite(R) Liquid Steel(R) Filler 
Item No.: 	80222 
Part No.: 	LS-1 
Product Type: 	Sealer/Filler 

2.  CDMPDSITIDN, INFDRMATIDN DN INGREDIENTS 

Ingredients CAS No. % 

Barium 	sulfate 7727-43-7 45-50 
Cla 
ACE ~ DNE 1332-58-7 20-25 

67-64-1 10-15 
ISDBUTYL ACETATE 110-19-0 5-10 
5 g nthetic 	resin 25086-48-0 5-10 
BIS ~2-ETHYLHEXYL) 	PHTHALATE* 117-81-7 0.1-1 
CARB N BLACK 1333-86-4 0.1-1 
PRDPYLENE DXIDE* 75-56-9 0.1-1 
SILICA, 	AMDRPHD U S, 
precipitated 112926-00-8 0.1-1 

* This component is listed as a SARA Section 313 Toxic Chemical. 

exposure limits 

ACGIH 
(TLU) 

10 mg/m3 dust 

2 mg/m3 dust 

500 ppm TWA 
1188 mg/m3 

ISDBUTYL ACETATE 	150 p pm TWA 
713m g/M3 

BIS ~2-ETHYLHEXYL) PHTHALATE 	5 mg/m3 TWA 
CARB N BLACK 	3.5 mg/m3 TWA 
PRDPYLENE DXIDE 	2 ppm TWA 

SILICA,AMDRPHD U S, 
precipitated 	10 mg/m3 TWA 

Ingredients which have 

Exposure Limits (TWA) 
Ingredients 

Barium sulfate 

Clay 

ACETDNE 

~PEL) 	DTHER 

10 m g/m3 dust 	None 
5 mg/ m3 respir. 
10 m g/m3 dusp t 	None 

2000/mg/m3Nplr None 
150 p pm TWA 	None 
700m g/M3 
5 mg/m3 TWA 	None 
3.5 mg/m3 TWA 	5ppm 
20 pp m TWA 	5 ppm 
50 mg/m3 	6 ppm STEL 

6 mg/m3 TWA 	None 

Exposure 	Limits 	(STEL) ACGIH 	SHA 
Ingredients (TLU) 	?PEL) 

ACETDNE 750 	ppm 	None 
mg/m3 

615 	(2-ETHYLHEXYL) 	PHTHALATE 	NoBe 
	

10 mg/m3 

3. 	HAZARDS 	IDENTIFICATIDN  

Toxicity: Irritating 	to 	eyes. 	May 	cause 	burning, 	redness, 	or 
swelling. 	Ingestion 	ma g 	cause 	gastroenteric 
irritation, 	narcosis, 	liver 	or 	kidney 	in 	ur g . 
Irritating 	by 	inhalation. 	Inhalation 	of 	~ igh 
concentrations 	ma g 	cause 	headache, 	confusion, 
drowsiness, 	convulsions, 	or 	coma. 	May 	irritate 
skin. 	Prolonged 	contact 	may 	cause 	redness, 	burning 
dr p ness, 	or 	crackin g . 

Primary 	Routes 	of 	Entry: Skin, 	ingestion, 	inhalation. 
Si g ns 	and Symptoms 
of 	Exposure: Irritation 	of 	eyes, 	nose, 	throat. 	Headache, 

confusion, 	drowsiness, 	convulsions 
Existing 	Conditions 
Aggravated by Exposure: Skin 	conditions. 

Literature 	Referenced 	Carcino g en 
Ingredients Target 	Drgan 	and Dther 	Health 	Effects 	NTP 	IARC DSHA 

Barium 	sulfate LUN 	 ND 	ND 	ND 
Clay NUI 	 ND 	ND 	ND 
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Product Name: 	Loctite(R) Liquid Steel(R) Filler 
Item No.: 	80222 

3.  HAZARDS IDENTIFICATIDN 	_ 	continued 

ACETDNE 
ISDBUTYL ACETATE 
5 g nthetic resin 
BIS ~2-ETHYLHEXYL) 
CARB N BLACK 
PRDPYLENE DXIDE 
SILICA, AMDRPHD U S, 
precipitated 

------------------- 

BLD CNS 	IRR ND ND ND 
CNS IRR ND ND ND 
No Data ND N ND 

PHTHALATE CNS DEU KID LIU REP SDM 
RES N O NOS NB p  
AC3 CDR 	IRR MUT NER SDM YES 2A ND 

NUI 
	

ND ND 	ND 
--------------- 

Abbreviations 

N/A Not A p plicable 	2A Probably carcinogenic to humans 
2 6  Possibly carcinogenic to humans 	AC3 ACGIH animal carcinogen. 
BLD Blood 	 CNS Central nervous system 
CDR Corrosive 	DEU Developmental 
IRR Irritant 	 KID Kidney 
LIU Liver 	 LUN Lung 
MNT Mutagen 	 NER Nervous Spstem 
NUI Nuisance dust 	REP Reproductive 
RES Respiratory 	SDM Some evidence of carcinogenicity 

4. FIRST AID MEAS URES 

Ingestion: 	Do not induce vomiting. Keep individual calm. 
Dbtain medical attention. 

Inhalation: 	Remove to fresh air. If symptoms persist, obtain 
medical attention. 

Skin Contact: 	Wash with soap and water. 
Eye Contact: 	Flush with water for at least 15 minutes. Dbtain 

medical attention. 

5. FIRE FIGHTING MEASURES  

Flash Point: 	0=F 	Method: Tag Closed Cup 
Recommended 
Extin g uishing Agents: 	Carbon dioxide, foam, dry chemical 

5 pecial Firefighting 
Procedures: 	Not available 

Hazardous Products formed 
by Fire or Thermal Decomp Dxides of carbon; hydrogen chloride 

Unusual Fire or 
Explosion 	Hazards: 	Vapors may ignite explosively. 

Ex p losive Limits: 
(% by volume in air ~ Lower 	2.4% 
1% by volume in air ~ pper 	12.8% 

6. ACCIDENTAL RELEASE MEAS URES 

Steps to be taken in case 
of spill or leak: 	Remove sources of ignition. Maintains adequate 

ventialtion. Take up with an inert absorbent. 
Store in a closed container until disposal. 

7. HANDLING AND STDRAGE  

$afe Storage: 	Keep awag from fire heat, sparks. 
(Contact Loctite Customer 	Service 1-800-243-4 6 74 for shelf life information) 
Handling: 	Keep away from eyes, Avoid prolonged breathing of 

vapor and contact with skin. Close container after 
use. 

8. EXPDSURE CDNTRDLS, PERSDNAL PRDTECTIDN  

E g es: 	Safety glasses or goggles. 
5kin: 	Rubber or plastic gloves. 
Ventilation: 	Sufficient to maintain vapor concentration 

below TLU. 
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Product 	Name: Loctite(R) 	Liquid Steel(R) 	Filler 
Item 	No.: 80222 

8. 	EXPDSURE CDNTRDLS, 	PERSDNAL PRDTECTIDN  _ continued 

Respiratory 	Not available 

See Section 2 for Exposure Limits. 

S.  PHYSICAL AND CHEMICAL PRDPERTIE S 

Appearance: 	Black liquid 
Ddor: 	Penetratin g 
Boiling Point: 	130=F to 245=F 
p H: 	 Does not apply 
Solubilit g in Water: 	Partial 
Specific Gravity 	1.85 
U latile Dr g ani G Compound ~EPA Method 24) 	Not available 
Vapor Pressure: 	181 mm at 68=F 
Vapor Densit : 	More than 1 
E aporation ~ate ~Ether = 1) 	Not available 

10. STABILITY AND REACTIVIT Y 

Stability: 	Stable 
Hazardous Polymerization: 	Will not occur 
Incompatibility: 	Dxidizing agents, strong alkalies, strong mineral 

acids, reducing agents. 
Conditions to Avoid: 	Not available 
Hazardousqecomposition 
Products (non-thermal): 	None 

11. TDXICDLDGICAL INFDRMATI DN 

See Section 3. 

12. ECDLDGICAL 	INFDRMATIDN  

No 	data 	available 

13. DISPDSAL CDNSIDERATIDNS  

Recommended methods 	of 
dis p osal: Incinerate 	following 	EPA and 	local 	regulations. 

EPA Hazardous Waste 
Number D001/D005 - Hazardous waste per40CFR 261.21 	and 

may be a TCLP waste per 40CFR.24/Barium 

14. TRANSPDRTATIDN 	INFDRMAT IDN 

DDT 	(49 CFR 	172) 
Domestic 	Ground 	Transport 

Proper 	Shipping 	Name: Consumer 	C 	mmodit g 	(Not more 	than 	one 	liter); 
Adhesives 	~More 	than 	one liter) 

Hazard 	Class 	or 
Division: DRM-D 	(Not 	more 	than 	one I'ter); 

Class 	3, 	Packing 	Group ]I, ~ More 	than 	one 	liter) 
Identification 	Number: None 	(No 	more 	than 	one liter); 

NN 	1133 	~ More 	than 	one liter) 
Marine 	Pollutant: None 

IATA 
Proper 	Shipping 	Name: Consumer 	C 	mmodit g 	(Not mor @ 	than 	500 	ml); 

Adhesive ~ 	~More 	than 500 ml) 
Class 	or 	Division: Class 	9 	Not 	more 	than 500 	ml); 

Class 	3, 	Packing 	Group 11 	(More 	than 	500 	ml) 
NN 	or 	ID 	Number: ID 8000 ~ Not 	more 	than 50Q 	ml); 

UN 1133 More than 500 ml 

15. REGULATDRY INFDRMATIDN  

CA Proposition 65: 	WARNING: This product contains a chemical known to 
th State of Ca ifornia to caus @ cancer. 
Di ~2-Ethylhexyl Phthalate (DEHP) 
Ethylene Dxide 
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Loctite(R) Liquid Steel(R) 	Filler 
80222 

HENKEL LDCTITE CDRPDRATIO 

Product Name: 
Item No.: 

16.  DTHER INFDRMAT IDN 

Estimated NFPA(R) Code: 
Health Hazard: 
Fire Hazard: 
Reactivit y Hazard: 
Specific Hazard: 

Estimated HMIS(R) Code: 
Health Hazard: 
Flammabilit g Hazard: 
Reactivit 	Hazards: 
Personal ~ rotection: 

NFPA is a registered 
HMIS is a registered 

Prepared By: 
Title: 
om p an : 
24hr. ~ Phone: 

Revision Date: 

3 
3 
0 
Does not apply 

3 
3 
0 
See Section 8. 

trademark of the National Fire Protection Assn. 
trademark of the National Paint and Coatings Assn. 

Stephen Repetto 
Senior Regulatory Specialist 	Health & Regulatory 
Henk I Loctite Corporation, F ~ ocky Hill CT 06067 
(860 ~ 571-5100 
March 04, 2003 	Revision: 0012 
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